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Resort Tile

Style  0189V
Size  16" x 16"
Thickness  3mm 
Wear Layer 6 mil 
Finish ArmourBead™

Installation Adhesive (full spread)
Classification Best

Wear layer that offers 
astounding performance 
and is up to 5 times 
more durable than typical 
polyurethane surface.

True rounded edges allows 
tile to be grouted and offers 
more realistic look

This Shaw product can 
be installed above, on and 
below ground level

Get the free mobile app at
http://gettag.mobi

Installation Grade

This Shaw Luxury vinyl is 
warranted not to stain or 
wear through, will not fade 
as a result of direct sunlight 
or artificial light and will resist 
water damage under normal 
use conditions for 25 years.

7 year light commercial warranty.

Resort Tile installation video

Specifications

240 Cashmere

101 Oatmeal

701 Walnut

*510 Castle Rock

750 Hot Coco*705 Park Trail

670 Baked Clay

*110 Sunlit Sand 201 Carmel

•  Extraordinarily realistic 16” x 16” tile

•  True rounded edges and 3mm thickness allow tiles to be grouted

•  Solid vinyl—more durable and stable than competitive products

•  Direct-glue with two installation methods—edge-to-edge or grouted

• Compared to typical ceramic or stone tile:

 – More forgiving with condition of substrate
 – TPS adhesive easier to work with than thin-set
 – Softer, warmer, more flexible underfoot

Adhesive: Shaw 200 TPS Adhesive (1 gal. — style 152VS & 4 gal. — style 126VS)

Grout: Array Grout — style 155VS

Colors

Features

*Three new colors for 2013
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